
1

 
EGA Master’s non-sparking tools are the best alternative 
for use in explosive potential environments. All tools are 
forged after casting to achieve the highest quality in the tool 
market, featuring an attractive finish.

NON-SPARKING
PINCERS

GROOVE JOINT

3. With a hardness of 311-408 Brinell (Cu-Be) and 
241-311 Brinell (Al-Bron).

1. Extraordinary 
grip, ensures a firm 
hold on various ma-
terials with just one 
hand.

2. Smooth movement between positions and easy 
opening.

4. Ergonomic and non-slip handle.

Adjustable 

in 7 positions

COD. MAT. COD. MAT. L (inch) +
70110

Cu-Be
70540

Al-Bron
10 340

70111 70541 12 700

Cu-Be Beryllium copper
Al-Bron Aluminium bronze
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CURVED JAW GRIP PLIER

COD. MAT. COD. MAT. L (inch) +
79463 Cu-Be 79464 Al-Bron 9 480

CARPENTER PINCER

COD. MAT. COD. MAT. L (inch) +
70112

Cu-Be
70542

Al-Bron
7 310

70113 70543 8 380

CRIMPING PLIER

COD. MAT. COD. MAT. L (inch) +
73900 Cu-Be 73901 Al-Bron 8 220

BOX JOINT

COD. MAT. COD. MAT. L (inch) +
73897 Cu-Be 73898 Al-Bron 10 380

COD. MAT. COD. MAT. L (inch) +
72300 Cu-Be 72302 Al-Bron 10 340

Cu-Be Beryllium copper
Al-Bron Aluminium bronze


